YASKAWA

Communications

Mini-Lab

Requirements
e MP3300iec+Sigma-7 Demo with smartPanel HMI
e Files

o Archive_SmartPanelBasic.zip
o SmartPanelBasic.zwt

Projects
. Resources
(optional) = S &
@ M\ Alarms (Nr. Alarms '3, Nr, Runtime Alarms 0)
@ I Basic Scripts
& % Child Projects
® 5 Data Loggers And Recipes
o QY events

By Language
i Send IEC Program
& #* Networking J— .
# Nomlum = -
Lab Overvi —
a Ver lew "?%‘L:",;:?:,m Receive PLCI tags
& E Smmult?mo«z'pﬁ — from MotionWorks
. . . o e @ gs) (Tags 205, Last 8n . .
This lab document will guide the participant = B Gt H K ogice IEC Offline Project

@ (Wl GlobalVariables__R_HMI_X_JogDecel
@ [ GlobalVariables__R_HMI_X_JogVel

H . 0 GlobalVarisbles__R_HMI_X_MoveABSPos
through the following steps: e
@ GlobalVariables__R_HMI_X_MoveDecel
& [ GlobalVariables__R_HMI_X_MoveRelDist

l. Install the project archive to the
MPiec controller (5 min)
II.  Setthe servo drive parameters to default (5 min)
lll.  Observe HMI Variables (5 min)
V. Prepare new project in Movicon (5 min)
V. Import Variables from MotionWorks IEC Project File (10 min)

Lab Goal

e MPiec controller program is operational
e Movicon project contains MPiec variables
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YASKAWA

I. Install the project archive to the MPiec controller (5 min)
A. Connect to the WebUI
1. Open Chrome browser
2. Enter IP address of MPiec controller in the address bar (192.168.15.###)
i. IP address on front panel 7-segment LED display
B. Login
1. User> Login>
2. Username: Admin (case sensitive)
3. Password: MP3300 (case sensitive)
C. Setup =» Archive =»Send = Add Archive
D. Navigate to file (training files directory)

YASKAWA

R send Archive to Controller

=+ Add archive

® Clean install - Delete existing files
Add/replace only

Set IP address of controller to value included in archive

E. Clean Install

F. Send =» Install

G. Reboot = Reboot (wait 30 seconds)

H. Clear the alarm THE PLC COULD NOT PERFORM A WARM START. A COLD START IS REQUIRED

YASKAWA 4O

I. Operations=>» Start =» Cold =» Start
J. Confirm PLC running under Operations menu

@ Status = Operations -

PLC ([

Alarms
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Il. Set the servo drive parameters to default (5 min)
A. Setup =» Drive Parameters =» Write All Default Pns
B. Write
You will restore the drive parameters with the Setup screen of the HMI

®status = Operations~ $FSetup~ O Reboot

Axis Factory Default Parameters

X Not Verified « Verify X% Write
Y Not Verified « Verify & Write
z Not Verified « Verify X Write

2. Write All Default Pns

C. Reboot =» Reboot (Wait 30 seconds)
D. Expect alarm A.F10 Power Line Open Phase. This is OK for now.
[ll. Observe the HMI variables (5 min)
A. Open SmartPanelBasic in MotionWorks IEC
B. Open Global_Variables
All the variables that will be used in the HMI have been marked OPC (for PLCI protocol).

Mame ¢ Type FPDD | OPC |Description
System Variables
= HMI
HMI_ActiveScreen INT _SysVar_Ac
HWI_ClearAlarmsRequest BOOL Request all
HWI_ControllerAlarm BOOL Status of MP
HWI_ControllerAlarmMsgarray |[BYTE_ ... [l ] |87 bytes con
HMI_ControlMode INT MPiec "mode
HWI_CycleComplete INT
C. PDD (Process Data Directory) causes the variables to display on the Web Ul = Status page for convenience.
YASKAWA A Ostaws 2 user~

PLC Debugging Output Axis Grid

Name Value
@GV.HMI_IPAddress_MPiec 192.168.15.7400
@GV.HMI_ActiveScreen 4

@GV HMI_ClearAlarmsRequest false
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IV. Prepare new project in Movicon (5 min)
A. Open MovicoN (Yaskawa HMI Editor)
B. Close any open projects
C. File = New =» WinCE Platform
D. PROJECTNAME: Name = TRAININGPROJECTO1 (next, next)
E. UsSERs: <leave all unchecked at default>
F. Abb ComM. I/O DRIVER: Yaskawa MPiec PLCI (not PLCI CE6 for older hardware)
G. SCREENS: Width =800, Height = 480 (7" smart panel)
1. Default Color = custom 0, 86, 185 (R,G,B) for Yaskawa Blue
H. DATA LOGGER AND RECIPE SETTINGS (ODBC): <default>
I. ALARM SETTINGS: <default> and FINISH
J. YASKAWAMPIECPLCI: Stations=>»Add
1. Station Properties: SERVER ADDRESS = <IP address of MPiec>, STATION NAME = MP3300iec (etc)

Station Properties >
q Station Properties [
Property MName
=
Server Address 192.168.15.76
Server Port 41100
Timeout 4000
Subscribe Variables True
=)
Station Mame MP3300iec
Emor Threshold 0
State/Command Yariable
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K. Test Cable/Comm.

YASKAWA

1. The MPiec must be running or Test Cable/Comm. will fail

. @ status
= emaove
h@) Test Cable/Comm. ‘as 1. __=®

= Operations ~ ¥ Setup ~

PLC

2. Verify the status PLC Running (WebUI =2 login(Admin/MP3300)-> Operations

L. YaskawaMPiecPLCI: General

1. Set Polling Time = 100ms. In this project most of the HMI variables are used in a task with Interval =

48 [ms].

YaskawalMPiecPLCI

i/ General r Stations r Tasks r About ]

Property MName
Aggreqgation limit 0
Synch.Startup False
WBA Interface True

Palling Time Il]l]

Unused Paoling Time

Emor Paolling Time II]I]I]I]
Protocal Prioty Normal
Direct Output for Input AOutput Fal=e
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V. Import Variables from the MotionWorks IEC project (10 min)

A. Open/Unzip the MotionWorks IEC project SmartPanelBasic.
1. Open MotionWorks IEC if not already open
2. File > Open

B. Open the Yaskawa MPiec PLCI window
1. Project Explorer: REAL TIME DB—> CoMM.DRIVERS YASKAWA MPIEC PLCI>>
2. RIGHT CLICK = IMPORT FROM PLC DATABASE
3. YASKAWA MPIEc PLCI window appears

YaczkawalPiecPLCl ot

Fitter: Imame j | Ppply Fiter | Remove Fllterl

MName | Type | Address | Size | Description | Select Al |
Select None |

Browse File . |

Get PLC Tags |

C. Create the Boot Project
1. Browse file=» navigate to SmartPanelBasic.mwt

File name: ISmartF‘aneI Basic_RevE j Open
Files of type: |PLCI Project File(" MWT) | Cancel |

[~ Open as read-only

2. Expect the error

YaskawaMPiecPLCI =

<

|[ \]I Error: image file not found. Please, create the boot image file
A = by PC WORX,

The PLCI variable data is contained in the Bootproject, saved as IMAGE.BIN, which is created by
MotionWorks IEC at download. The MWT project file points to IMAGE.BIN. If the project has
not yet been downloaded, you can create the file manually in MotionWorks IEC.
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3. Update MotionWorks IEC project to contain the Bootproject, IMAGE.BIN
i. Build > Make (expect 0 errors, warnings are ok)

E LbaolutePositionManager

' Main ¥

= Main ¥

=

5 Main Z

& «" 0 Error({s), 0 Warning(s)

%}_ 4 [}k II'I.IEI-uiId l.l'lr.l Emors .r}". Warnings ;}'.,“'lfﬂ,}'.. 1

ii. MotionWorks IEC Project Tree > Right-click “Resource”=» Create Boot Project

E||£|,.| EQUE”CE Create Global Variables from Externals
b SequenceT .
_____ SequenceV Update External Yariables from Globals
o Sequence Create Bootproject...
- Timers

]% Physical Hardware p:: Properties...

=-4@&& Corfiguration : eCLR 3 settings...

=-&a
EI% Tasks |||
iii. No options are required
Bootproject Options >
[ ]indude Sources

Indude User-Libraries
Indude PageLayouts

Indude Backend-Code
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D. Import variables from MWiec project file (*.mwt) with Bootproject
1. Browse file=» navigate to smartPanel_Basic.mwt =»Select all = Import

Yaskawa MPiec PLCI Import Device Variables - Project: \SmartPanelBasic_RevE\Configuration\Resource - 2020-08-24 - 12:2... X
Filter: Imame LI | Apply Filter | Remave Flﬂerl
Mame | Type | Address | Size | Description - | Select Al I
e '
@ @G Select None |
I
8 B C-PlCTs: |
I
] r |
I BomndAl_|
I
I Colzpse Al |
I
@GlobalVariable: E..J@G
i i i Impart |
4
[ Add Station Name Station: [MP3300iec <] Cancel |

2. Variables are visible in Project Explorer: REAL TIME DB VARIABLES

% Parameters
= %k Real Time DB

ﬁ:' Cormm.Drivers

T2 Structure Prototypes

=) E¥ Variables (Tags) (Tags 205, Last Peek |40 Byt...
ﬁ GlobalVariables_ R_HMI_X_loghccel
ﬁ GlobalVariables_ R_HMI_¥_logDecel
ﬁ GlobalVariables__R_HMI_X_logVel
ﬁ GlobalVanables__ R_HMI_¥_MovelB5...

ﬁ GlobalVanables__ R_HMI_X_Movelccel
B mlnkalarahlae B HRAL Y RnoaPecel

HIEHEHBEBEBEH
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2

E. Remove the “GlobalVariables_” prefix from all variables
This also works on a completed project
1. Edit > Replace Text in All Project Resources
2. Remove GlobalVariables R (three consecutive underscore characters)
The __R_ signifies variables marked “retain” in the MPiec
i. Uncheck Match whole word only

ii. Uncheck Match case

Find IGI:::I:uaI"-.-"ariaI:uIes_Fl_ Replace all

Replace I Cloze

?

— Search Condition

¥ Search ingide Child Projects

[T Match whale word only
[T Match case

% Any Fileds
" Teut Fileds
" Tag Fields

—Resource Type
Alarms Screens
Bazic Scrpts Shortcuts
Data Loggers/Recipes Reports
Ewventsz Ilzer Groups
kenuz Languages
Marmalizers M etwaorking
OPC Clent DA, M avigation
Farameters Froject items
Real Time DB Soft Logic
Schedulers

KRR AR RA

Check Al | Uncheck &1

3. Remove GlobalVariables prefix from all variables
This prefix is for global variables that are not retained.
i. Use the same settings as above
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F. Apply the new names
1. This step is not required for functionality
2. When an object is renamed in the project explorer, the old name is retained

= $3F Real Time DB

E:' Comm.Drivers

T8 Structure Prototypes

E B¥ Varables (Tags) (Tags 110, Last Peek /O Byte Used 0}
ﬂ G_ControllerAlarm|D (GlobalVaniables_G_Controller&larmliDl)
ﬁ G_ControllerAlarmMsg (GlobalVariables_G_ControllerAlarmbsg)
ﬁ G_¥_ControlAlarmMsg (GlobalVariables_G_X_ControllarmMsg)
Ea G X Data (GlobalVariables G X Data)

3. You can apply the new name. This can be done individually or all at once with Edit>Apply

View Tools Window Help

FEELCEYE

S K | Find... Ctrl=F
1Q, | Find Next

E % Install this project as Windows Service v
% Uninstall the project from Windows Services

B  Edit String Table... Alt=5
ﬁ Edit RealTime DE Variables... Alt=D
E“E Check Missing Strings... Alt+M

% Check License needs ([Dongle Requirements)...
|E Apply Renamed Variables and Resources
E\ Replace Text in all Project Resources

ﬁ Comm Drivers Apply Renamed Variables and
8 structure Prototypes Resources
=1 B Varishlas (Tanel iTane 110 1 act Daal- 140 Bif= TTead T

4. The names are “cleaned up”

= 4k Real Time DB
ﬂCDmm.Drivers
2 Structure Prototypes
= %’Uariablesj ags) (Tags 110, Last Peek |0 Byte Used 0)
E G_ControllerdlarmliD
ﬁ G_ControllerAlarmMsg
ﬁ G_¥_ControlAlarmMsg

f Apply Renamed Variables and Resources
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End Of Mini-Lab
Certification Checklist

[J  Movicon project has PLCI driver with Communications Success
[J Variables/Tags in Movicon from MotionWorks IEC with prefix removed

VI. Optional Exploration — Work on any of the following in any order
A. Browse the Symbol Libraries for interesting clip art and controls to add later

Symbol Libraries a3 >

Library View

Dynamic Property Inspector
b m Show the dynamic property inspector

Show the dynamic property inspector

T

As

Associate an Alarm
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