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Title: Can SigmaWin+ be used to find the EtherCAT firmware version of
an SGD7 EtherCAT SERVOPACK?

Product(s): SGD7 EtherCAT

Doc. No. SRV-86H685

Yes. SigmaWin+ v5.75 (or higher) or v7.23 (or higher) can be used to find the EtherCAT
firmware version of an SGD7 EtherCAT SERVOPACK. It can be found under “Product

Information”.

SigmaWin+ v5

@ SigmaWin+ Sigma? Componen
File(F) Parameters(U] Alarm(4)

VE L8 OB

Monitor(M) Setup(S) Trace(T) Tuning

(G) TestRun(R) Edit Table) Sclution(Q) Help(H)

Motion Monitor

[name

Current Alarm State
Motor rotating speed
Speed reference
Internal torque reference

Input reference pulse speed
Position error amount
Accumulated load ratio
Regenerative load ratio

Input reference pulse counter
Feedback pulse counter

Total operation time
Feedback pulse counter
Main Circuit Voltage

Power Consumption

Position Amplifier Error
Absolute Encoder Multiturn

Feedback Position(APOS)

Position Errar(PERR)
Target Position(TPOS)
Latched Position 1(LPOS1)
Latched Position 2(LPOS2)
Latched Position 3(LPOS3)
Target Speed(TSPD)
Feedback Speed(FSPD)

Ogjgjojo/gjoo[oogiooooogooiooaoogo/gooiaoiooom

Rotational angle 1 (encoder puls encoder puls -

Rotational angle 2 (from polarity deg

Power consumed by DB resistar %

Fully Closed Feedback Pulse Co External enc

The current backlash compensa 0.1reference
Backlash compensation setting 1 0. 1reference

Amount of Power Consumption 0.001Wh
Accumulated Amount of Power CWh

Absolute Encoder Pulse in Singli pulse

Current Reference Position(CPQ reference un

Current Reference Speed{(CSPD speed refere -

I WA
{9] Product Information P S2HEH VMR O wBF e @ g i
Monitor(M) ¥
x
Monitor Setting(E)... Status Monitor
i wiiting CheckD.. -] [Mame [ AXISH00 Valu
Online Vibration Monitor({Q]... 1 Main Circuit -
Serial Command Monitor(S) [ Effective gain monitor (gain settings 1 =1, gai -
iﬁ? Life Monitor(L)... [0 Encoder (PGRDY) -
] Motor Power (Request) -
[0 Dynamic Brake (DB) -
- ™NeL Rotation Direction -
min-1 - witch -
reference un - T ——
% - & Product Information AXIS#00 2|
o5 -
- Servopack/Motor ]
reference un -
Servopack
encoder puls -
_ Type: SGDTS-RTOFADA
100ms - (EtherCAT interface single axis
v - Special Spec. Standard
w : Servomotor
_ Type: SGMIV-01A3A21

reference un

reference un

reference un
reference un
reference un
reference un
reference un
speed refere
speed refere

Encoder Information

Type: UTTAH-B20EG
Resolution: 1048576 [Pulse/rev]
Type: absolute

Sofi version: 0001

Serial No
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Read Product Information

~| - 0001-5GD75-R70FADA

Bl sevorace ol ype e |
pecification] ; Standard

SGD75-R70FAOA

SERVOPACK (EthercAT interface single axis) D0164B753010004 | 2016.03 0023 TFver
™ s EECHES
Motor SGMIV-01A3A21 7P3380-2-DK1 2007.12
1 [Resolution] : 1048576 [Pulse/rev]
[Encoder type] : absolute
Encoder UTTAH-B20EG K247-A0AFO6BO 2007.12 0001
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