




Pass each of the braking resistor cables through
the grommets. Then mount the braking resistor
attachment with the accessory M4×8 pan-head
screws +S +W.

Mount the attachment to the wall using the
accessory M5×12 hexagon screws +S+W.

Mount the inverter unit to the attachment using
the accessory M5×16 pan-head screws +S+W

Remove the terminal cover according to the
User's Manual.

M4+8 Pan-head screws +S+W (×4)

Resistor

In accordance with the User's Manual, cut away
the mis-wiring prevention cover using nippers,
etc.

 Wire the resistor cables to the B1, B2 terminals

Mount the terminal cover removed in (4).

Attachment

Resistor

Grommets

Note: Because CIMR-A_2A0004~0021,
CIMR-A_4A0002~0007 have a single braking
resistor, mount to either one.

Cables

M5×12 Hexagon screws +S+W (×4)

Top Side

Attachment

Bottom side

Note: Pay attention to the mounting
direction when mounting, the cable side
is the bottom side. M5×16 pan-head screws + S+W (×4)

Terminal Cover

Cover Mounting Screws

Cutaway Part

Mis-wiring
Prevention Cover

Completion Diagram



Inverter Model Order Code Product Code
Part Dwg. No.

Attachment
Mounting Screws

M4×8 Pan-head screws +S+W (4)
M5×16 Pan-head screws +S+W (4)
M5×16 Hexagon screws +S+W (4)

List of Attachments and Code Numbers


