
I/O Cabling
Part Number Changes - CBK and SBK 

CBK-U-MP2X-XXC (Design Revision C)

New cable models are identical in function to the previous revision

• Still compatible with the 
same breakout boards

• Still compatible with the 
same I/O option cards

CBK-U-MP2A-XXC Design Changes2A

CBK

Controller Side: Identical

             Rev B (old)           Rev C (new)            Rev B (old)           Rev C (new)

Breakout Board Side: 
New Connector and Fastener

Over-molded end 
adapter removed

New fastener style

New fastener style

New fastener style

CBK-U-MP2B-XXC Design Changes2B

             Rev B (old)           Rev C (new)            Rev B (old)           Rev C (new)

Controller Side Breakout Board Side

Over-molded end  
adapter removed

Over-molded end  
adapter removed
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SBK-U-VBA-XXC (Design Revision C)

New cable models are identical in function to the previous revision

• Still compatible with the 
same breakout boards

• Still compatible  
with amplifier I/O

SBK

SBK-U-VBA-XXC Design Changes

Breakout Board Side

             Rev B (old)           Rev C (new)           Rev B (old)           Rev C (new)

Amplifier Side

Over-molded  
adapter removed

Over-molded  
adapter removed

New fastener style

CBK-U-MP2C-XXC Design Changes2C

           Rev B (old)           Rev C (new)

Breakout Board Side

Over-molded end  
adapter removed

New fastener style

New fastener style

Controller Side: Identical

             Rev B (old)           Rev C (new)


